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Minimum of 36" Guards . o
Required On Raised Guards Required at a Minimum of
Platforms and Landings Sﬁhere 47 34" and a Maximum of 38" Height
When Elevated More Than Cannot where Stair is Elevated More Than
30”. Ladder Type Designs 4 _‘E /Pa&r? Through. \ 30", Ladder Type Designs Are Not

Acceptable. The Top Rail May
Serve As Handrail For Stairs.

Are Not Acceptable. - M/ H
:' 'S \ H.:mdmilx Requlired 0]1 Ol.le
L \ [l Side Of Any Flight Of Stairs

AR >- \ Having Four or More Risers.
Ve o| :
> = =] A
o e ol <
R ; Stairs Are Required
Sphere 6
3 —< | ?-;T:;m To Be Muminated.
Sice Pitundig If Height is More ‘Pass
OCIS\I ra‘;l'no Than 307, Guards Throush.
: BORK: 1980 Are Required. g
; &\\ Bxsti If Less Then 8", Post N‘R';‘C"l’r;mi"c
T Must Be Rot And | g—— Metal Post : ; ;
Building : ik 0o Connector Tread Width, Riser Height, and
Deasy Reasbive. \“‘.)T \, Nosing Projections May Not
145™ Min Finished Grade Vary More Than 3/8” In The
A ' — Entire Run Of The Stair.
x| Run
4 Feet < > Tread Overhang Required
Min / \ When Tread is Less Than
1\ 11" in Depth.
/ \ 8w Max
. " y , | | Rise Overhang Depths
Circular Handrail Noncircular Handrails — — — s £ Min. %"
Width 17" Min. 28" Max.  Must Provide “Equivalent 8 D iameter ) ) - Max 114"
Diameter or Provide Grasping Surface” To The ‘Mlmm‘-‘“} 0p§n Risers Are Permitted If
Equivalent Graspability. Specified Circular Cross Concrete Pier Opening Is Less Than 4” Or Total
Sections. Rise Is Less Than 307

AMHERST, NEW HAMPSHIRE

BUILDING DEPARTMENT Deck Handout

603 673-6794 (FAX) Based on the 2009 IRC




7

%

X Joist Spaced Apart
{(Example 2" X 10" Spaced 16" Apart
Nt =
Decking X ”

Decks Are Nol Approved For Use Of
Future Installation Of Hol Tubs.

* Spans Of 67 Or Less Are ToBe A
Minimum Of 2'x 6" Floor Joist.
Spans More Than ¢* Are To Be A
Minimum Of 2°x 8" Foor Joist.

Mobile Homes: Deck Support Musl
Match What The Mobile Home Is On.
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) "X ' Beam

(Example 1” X 4" )

% _

Apart

X Post Spaced

/aoc

(Example (2) 2" X 10"
O Check If Installing Beam As Shown
Or Check One Alternate Method

. {(Example 6” X 6™ Spaced 10" Aparl \ ¢ " Rim Joist
- (Example 2" X 10"
Span* \ »
F— >
(Example 10°67) /
Finished Grade
)
#— House Wrap ST /
Flashing Required Behind Ledger. Flashing
Also Required To Direct Water Over And
Away From The Top Of Ledger.
Alternate
Methods
© Weather Resistant
g Joist Hanger O O
O o o Check One If Using o o

Ledger Must Be Bolted To Support
The Intended Imposed Load.

603 673-6041
603 673-6794 (FAX)
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